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A001.
Issuance and Applicability
HQ Control:
01/05/2000



HQ Revision:
00b

a.
These operations specifications are issued to TEXT01, and shall hereafter be referred to as the foreign air carrier.  The foreign air carrier’s addresses:

TEXT02
TEXT03
TEXT04

The foreign air carrier is the holder of the following:

Foreign Air Carrier Designator and Operations Specifications Number 
Department of Transportation (DOT) Foreign Air Carrier Permit or Docket Number (if assigned)
DOT Docket

Expiration Date

(if applicable)
Foreign Air Carrier State's Operating Certificate Number






TABL01
TABL02
TABL03
TABL04

b.
The holder of these operations specifications is authorized to conduct foreign air carrier operations in common carriage in the United States of America (USA) pursuant to Title 14 Code of Federal Regulations (14 CFR) Part 129; applicable provisions of 14 CFR Part 91 and Title 49 CFR Part 175, any other applicable regulations, laws, and orders of the USA.  At all times the foreign air carrier must have appropriate economic authority issued by the U.S. Department of Transportation.

c.
The foreign air carrier is authorized to TEXT05  TEXT06.

d.
The foreign air carrier shall conduct each operation within the USA in accordance with the specific authorizations, limitations, and procedures contained in these operations specifications.

e.
The foreign air carrier is authorized to use only the official business name or a name authorized by the DOT as shown in subparagraph a. and c. above in the conduct of foreign air transportation within the USA.  All radio communications with the Air Traffic Control system of the USA will utilize the appropriate call sign as indicated in International Civil Aviation Organization (ICAO) Document 8585/66 or Federal Aviation Administration (FAA) Directive 7340.1, as amended.

f.
The foreign air carrier may not use the services of, nor shall any person act as, pilot-in-command of an aircraft with more than 30 passenger seats or 7,500 pounds (3,400 Kg) payload capacity engaged in operations under the authority of these operations specifications, if that person has reached his/her 60th birthday.

g.
The foreign air carrier must at a minimum, meet the fuel requirements for flight as specified in ICAO Annex 6, part I, paragraph 4.3.6.

h.
Each flight crewmember used by the foreign air carrier must hold a current certificate or license issued or validated by the State in which the aircraft is registered, showing that person’s ability to perform duties connected with operating that aircraft, for all operations authorized by these operations specifications.

i.
These operations specifications shall become void upon expiration of DOT economic authority, or if the foreign air carrier does not comply with the terms and conditions of the DOT economic authority.

TEXT99
1.
Issued by the Federal Aviation Administration.

2.
These Operations Specifications are approved by direction of the Administrator.

3.
Date Approval is effective:

Amendment Number:


4.
I hereby accept and receive the Operations Specifications in this paragraph.



Date:  

A003.
Aircraft Authorizations
HQ Control:
02/01/2000



HQ Revision:
00a

The foreign air carrier is authorized to conduct operations under the provisions of 14 Code of Federal Regulations (CFR) Part 129 using aircraft with the configuration and operations described in the following table, and such aircraft are operated with a current and valid certificate of airworthiness and registration issued by the State of Registry.  

a.
Conditions of Issuance.  The foreign air carrier understands that the authorizations in this paragraph are issued with the carrier’s assurance that:

(1)
National Airworthiness Code.  The State of Registry for each aircraft listed has a comprehensive and detailed national airworthiness code established for this class of aircraft as required by ICAO Annex 8, Part II, paragraph 2.2.

(2)
Maintenance Program.  There is a maintenance program for each aircraft listed.  The maintenance program shall be in accordance with the International Standards and Recommended Practices, Operation of Aircraft, Annex 6, Chapters 8 and 11 to the Convention of International Civil Aviation Part 1 (International Commercial Air Transport - Aeroplanes).

(3)
Minimum Equipment List.  There is a Minimum Equipment List for each aircraft listed which conforms to the ICAO Annex 6, Part I, Standard and is approved by the State of the Operator for the carrier.

(4)
Airworthiness Directives.  All State of Manufacture airworthiness directives applicable to each aircraft listed are accomplished properly.

Type of Aircraft

Make / Model / Series
Serial

Number
Registration

Number
Configuration
En Route
Condition

of Flight
Part 36

(Noise)
State of

Registry
















STAGE  


1.
Issued by the Federal Aviation Administration.

2.
These Operations Specifications are approved by direction of the Administrator.

3.
Date Approval is effective:

Amendment Number:


4.
I hereby accept and receive the Operations Specifications in this paragraph.



Date:  

A006.
Foreign Air Carrier Personnel
HQ Control:
12/09/97



HQ Revision:
000

a.
Operations Representative.  The following person is designated as the foreign air carrier's representative for all contacts regarding these operations specifications and foreign air transportation operations within the United States.

Name:


Address:





Title: 





Telephone Number:


TELEX:


Facsimile:


Internet Address:


b.
State Civil Aviation Authority or State Government Official.  The following person (or office) is the State Civil Aviation Authority or State Government Official (or office) who is cognizant of the Foreign Air Carrier's State civil aviation authorization and requirements to conduct foreign air transportation operations to, from, or within the United States.

Name:


Address:





Title:





Telephone Number:


TELEX:


Facsimile:


Internet Address:


1.
Issued by the Federal Aviation Administration.

2.
These Operations Specifications are approved by direction of the Administrator.

3.
Date Approval is effective:

Amendment Number:


4.
I hereby accept and receive the Operations Specifications in this paragraph.



Date:  

A026.
Restricted Operation of Certain Stage 2 Airplanes
HQ Control:
12/18/97



HQ Revision:
000

a.  Noncontiguous Imported Stage 2 Airplanes.  Stage 2 airplanes that were imported into a noncontiguous state, territory, or possession of the United States, on or after November 5, 1990, may not be used to provide air transportation to or from any airport in the contiguous United States.

STAGE 2 AIRCRAFT M/M/S
AIRCRAFT SERIAL NUMBER







b.  Dual-certificated Boeing 747 airplanes.  At the foreign air carrier’s discretion, in order to comply with the phased transition regulations of 14 CFR Part 91, § 91.865 or § 91.867, an operator of a Boeing 747 that is currently certificated for operation in either a Stage 2 or Stage 3 configuration (per the aircraft flight manual) may choose to limit the operation of that airplane in the contiguous United States to Stage 3 configuration only.

STAGE 2 BOEING-747 M/M/S 

LIMITED TO STAGE 3 
OPERATIONS IN THE CONTIGUOUS U.S.
AIRCRAFT SERIAL NUMBER







c.  Operation in Noncontiguous United States only.  At the foreign air carrier’s discretion, in order to comply with the phased transition regulation of 14 CFR Part 91, § 91.865 or § 91.867, an operator of any Stage 2 airplanes may choose to limit operation of that airplane to operation solely outside of the contiguous United States.

STAGE 2 AIRCRAFT OVER 75,000 POUNDS M/M/S LIMITED TO OPERATIONS 

OUTSIDE THE CONTIGUOUS U.S.
AIRCRAFT SERIAL NUMBER







1.
Issued by the Federal Aviation Administration.

2.
These Operations Specifications are approved by direction of the Administrator.

3.
Date Approval is effective:

Amendment Number:


4.
I hereby accept and receive the Operations Specifications in this paragraph.



Date:  

A028.
Aircraft Wet Lease Arrangements
HQ Control:
02/04/98



HQ Revision:
000

a.  When the holder of these operations specifications has operational control:  The foreign air carrier is authorized to conduct operations with the aircraft in accordance with the wet lease agreements identified in the following table.  All operations conducted under the wet lease agreements shall be conducted in accordance with the authorizations, limitations, and provisions of these operations specifications and the terms and conditions of the appropriate wet lease agreement.  The foreign air carrier shall at all times be responsible for and maintain the operational control and airworthiness of the aircraft identified in the lease agreements.  The nationality and registration numbers of the aircraft to be used in the wet lease agreement shall be identified in paragraph A003 of these operations specifications.  Except as provided in subparagraph b. below the foreign air carrier shall not conduct, nor be a party to, operations under these operations specifications with aircraft under any other wet lease agreement.

Names of the Parties to 

the Wet Lease Agreement(s)
Aircraft

Registration

Number
Aircraft

Serial

Number
DOT

Order

Number
Date

of

DOT
DOT Order

Expiration
Date 

Lease 
Date 

Lease

Lessor
Lessee



Order
Date
Executed
Expires




















b.  When the holder of these operations specifications does not have operational control:  For the purpose of this subparagraph the other party to the wet lease agreement has operational control.  The other party shall at all times be responsible for and maintain the operational control and airworthiness of the referenced aircraft for each wet lease agreement identified in the aircraft list in the table below.  The foreign air carrier does not have operational control of any operation conducted by the other party under this subparagraph.  The foreign air carrier is authorized to exercise the wet lease agreements identified in the following table.  Except as provided in subparagraph a. above the foreign air carrier shall not conduct, nor be a party to, operations under these operations specifications with aircraft under any other wet lease agreement.

Names of the Parties to 

the Wet Lease Agreement(s)
Aircraft

Registration

Number
Aircraft

serial

Number
DOT

Order

Number
Date

of

DOT
DOT Order

Expiration
Date 

Lease 
Date 

Lease

Lessor
Lessee



Order
Date
Executed
Expires




















1.
Issued by the Federal Aviation Administration.

2.
These Operations Specifications are approved by direction of the Administrator.

3.
Date Approval is effective:

Amendment Number:


4.
I hereby accept and receive the Operations Specifications in this paragraph.



Date:  

A047.
Telegraphic/Emergency Airworthiness Directives (AD) 
HQ Control:
03/24/2000


Notification Requirements
HQ Revision:
000

a. The owner or operator of the aircraft identified in the foreign air carrier’s aircraft listing is primarily responsible for maintaining that aircraft in an airworthy condition as required by 14 CFR Section 91.403(a) and Part 39.

b. The following person/organization is designated as the foreign air carrier’s AD Notification Representative for notice of Telegraphic/Emergency ADs in b(1)and in the method so indicated in b(2):
(1)
Designated person/organization for notification:

Person/Organization
Phone
E-Mail Address









(2)
Method of notification:

Notification Type
Address Type
Notification Address





Primary
Fax, Airinc,Telex, or Sita
fax number or routing code

Alternate (optional)
Fax, Airinc,Telex, or Sita
fax number or routing code

c. To maintain the currency of these operations specifications, if any of the information contained in paragraph b. is changed, the foreign air carrier shall amend the operations specifications in accordance with 14 CFR §129.11(b). 

d. Upon receipt of a Telegraphic/Emergency AD in the manner identified in paragraph b, the foreign air carrier will immediately confirm receipt of the AD by sending an e-mail message to:

9-AMC-Emergency-AD@mmacmail.jccbi.gov
and include the following:

Name of the Operator

Name of person sending reply

Operator four-letter designator

AD number

Also include the following statement:

“This message is to confirm receipt of the Airworthiness Directive referenced above.”

The return receipt may be FAX’ed to (405) 954-4104 only in the event e-mail is not available.

ADs are posted on the following web site:


http://av-info.faa.gov/ad

To expedite notification, carriers may opt to access the web site and print a copy of the AD.  The FAA still requires written confirmation to ensure accurate and complete distribution.

e. If confirmation is not received within 24 hours, the person/organization identified in paragraph b(1) will be contacted.  It is the responsibility of the foreign air carrier to ensure the notification information provided to the FAA is accurate and receipt of is confirmed.

1.
Issued by the Federal Aviation Administration.

2.
These Operations Specifications are approved by direction of the Administrator.

3.
Date Approval is effective:

Amendment Number:


4.
I hereby accept and receive the Operations Specifications in this paragraph.



Date:  

B050.
Authorized Areas of En Route Operations, Limitations,
HQ Control:
03/20/98


and Provisions
HQ Revision:
010

a.  The foreign air carrier is authorized to conduct en route operations in the areas of en route operation specified in this paragraph.  The foreign air carrier shall conduct all en route operations in accordance with the provisions of the paragraphs referenced for each area of en route operation.  The foreign air carrier shall not conduct any en route operation under these operations specifications unless those operations are conducted within the areas of en route operation authorized by this paragraph.

Authorized Areas of En Route Operation
Reference Paragraphs
Note Reference #





USA - The 48 contiguous United States and the District of Columbia
B032


USA - The State of Alaska
B032


USA - The State of Hawaii
B032


USA - The Territory of [insert]
B032


b. The foreign air carrier shall conduct all en route operations in accordance with the following limitations, provisions, and special requirements referenced numerically for each area of en route operation listed in subparagraph a. above.
Note Reference #
Limitations, Provisions, and Special Requirements







1.
Issued by the Federal Aviation Administration.

2.
These Operations Specifications are approved by direction of the Administrator.

3.
Date Approval is effective:

Amendment Number:


4.
I hereby accept and receive the Operations Specifications in this paragraph.



Date:  

C052.
Basic Instrument Approach Procedure Authorizations - 
HQ Control:
11/30/00


All Airports
HQ Revision:
020

The foreign air carrier is authorized to conduct the following types of instrument approach procedures and shall not conduct any other types.

Instrument Approach Procedures (Other Than ILS & MLS)

Non-Precision Approaches 

Without Vertical Guidance
Instrument Approach Procedures (Other Than ILS & MLS)

Precision-Like Approaches 
With Vertical Guidance
Precision Approach Procedures

(ILS, MLS, & GLS)





LOC
N/A
ILS

LOC BC

ILS/DME

LOC/DME



NDB



NDB/DME



VOR



VOR/DME



b.
Conditions and Limitations.

(1)
All the approaches approved by this Operations Specification must be published in accordance with Title 14 of the Code of Federal Regulations (14 CFR) Part 97 or the foreign State authority.

(2)
Approach procedures listed in column 1 of this Operations Specification must be trained and conducted in accordance with an approved procedure that assures descent will not go below Minimum Descent Altitude (MDA) unless the required visual references for continuing the approach are present.

(3)
Approach procedures listed in column 2 of this Operations Specification authorize the foreign air carrier to conduct instrument approach procedures approved with vertical guidance that provides a precision-like approach and are to be trained using an approved method that allows descent to a published decision altitude (DA). 

1.
Issued by the Federal Aviation Administration.

2.
These Operations Specifications are approved by direction of the Administrator.

3.
Date Approval is effective:

Amendment Number:


4.
I hereby accept and receive the Operations Specifications in this paragraph.



Date:  

C059.
Category II Instrument Approach and Landing Operations
HQ Control:
02/05/98



HQ Revision:
000

The foreign air carrier is authorized to conduct Category II instrument approach and landing operations to the airports and runways listed in subparagraph g., using the procedures and minimums specified in this paragraph and shall conduct no other Category II operations, provided that:  

1.  The foreign air carrier is authorized by its regulatory authority to conduct Category II instrument approach and landing operations, and a copy of that authorization with the approved Category II approach minimums, are provided the FAA; and  

2.  The foreign air carrier complies with the requirements of Advisory Circular 120-29, as amended, Criteria for Approving Category I and Category II Landing Minima for Title 14 CFR Part 121 Operators, or the equivalent, for all Category II operations conducted under this paragraph.  

a.  Category II Approach and Landing Minimums and Authorized Aircraft.  The foreign air carrier shall not use any Category II IFR landing minimums lower than those prescribed by any applicable published Category II instrument approach procedure.  The Category II IFR landing minimums prescribed by these operations specifications are the lowest Category II minimums authorized for use at any airport.  The foreign air carrier is authorized to use the following Category II straight-in approach and landing minimums at authorized airports and runways for the aircraft listed in the following table.  

Airplane Type Make/Model/Series

DH Not Less Than

Lowest Authorized RVR






100 feet or higher (CAA limits)
1200 feet or higher (CAA limits)

b.  Required Category II Airborne Equipment.  The flight instruments, radio navigation equipment, and other airborne systems required by the State of Registry must be installed and operational.  The additional airborne equipment listed or referenced in the following table is also required and must be operational for Category II operations.  

Airplane Make/Model/Series
Additional Equipment and Special Provisions
Kind of CAT II Operation



Manual
Autopilot



TABL06



As authorized by the CAA
As authorized by the CAA
As authorized by the CAA

c.  Required RVR Reporting Equipment.  The foreign air carrier shall not conduct any Category II operation, unless the following RVR reporting systems are installed and operational for the runway of intended landing:  

(1) For authorized landing minimums of RVR 1600, the Touchdown Zone RVR reporting system is required and must be used.  This RVR report is controlling for all operations.  

(2) For authorized landing minimums of RVR 1200, the Touchdown Zone and the Rollout RVR reporting systems are required and must be used.  The Touchdown Zone RVR report is controlling for all operations and the Rollout RVR report provides advisory information to pilots.  The Mid RVR report (if available) provides advisory information to pilots and may be substituted for the Rollout RVR report if the Rollout RVR report is not available.  

d.  Pilot Qualifications.  The foreign air carrier must specifically authorize the pilot-in-command and second-in-command to conduct Category II operations.  

e.  Operating Limitations.  The foreign air carrier shall not begin the final approach segment of an instrument approach procedure, unless the latest reported controlling RVR is at or above the minimums authorized for the operation being conducted. If the aircraft is established on the final approach segment and the controlling RVR is reported to decrease below the authorized minimums, the approach may be continued to the DH applicable to the operation being conducted.  The foreign air carrier shall not begin the final approach segment of an instrument approach procedure when the Touchdown Zone RVR report is less than RVR 1800, unless all of the following conditions are met:  

(1) The airborne equipment required by subparagraph b. above is installed and operating satisfactorily.  

(2) The required components of the Category II ground system are installed and in normal operation including all of the following:  

(a) Each required component of the ground based Category II navigation system.  For ILS operations, a precision or surveillance radar fix, a designated NDB, VOR, DME fix, radial, or a published minimum GSIA fix may be used in lieu of an outer marker.  Except for Category II instrument approach procedures designated as "RA NA" (radar/radio altimeter not authorized) operative radar/radio altimeters may be used in lieu of an inner marker.  A middle marker is not required.  

(b) ALSF-1 or ALSF-2 approach lighting systems.  Sequenced flashing lights are required.  

(c) High intensity runway lights.  

(d) Approved touchdown zone lights and runway centerline lights.  

(3) The RVR reporting systems required by subparagraph c. above are operating satisfactorily.  

(4) The crosswind component on the runway of intended landing is 10 knots or less.  

(5) Fifteen percent additional runway length is available over the landing field length specified in the aircraft operating manual for destination airport.  

f.  Missed Approach Requirements.  A missed approach shall be initiated when any of the following conditions exist.  

(1) Upon reaching the authorized decision height, the pilot has not established sufficient visual references with the Category II lighting system to safely continue the approach by visual reference alone.  

(2) After passing the authorized decision height, the pilot loses visual reference with the Category II lighting system, or a reduction in visual reference occurs which prevents the pilot from safely continuing the approach by visual reference alone.  

(3) The pilot determines that a landing cannot be safely accomplished within the touchdown zone.  

(4) Before arriving at DH, any of the required elements of the Category II ground system becomes inoperative.  

(5) Any of the airborne equipment required for the particular Category II operation being conducted becomes inoperative.  However, if the foreign air carrier is authorized both manually flown and automatically flown Category II operations, an automatic approach may be continued manually using the approved manual systems, provided the automatic system has malfunctioned and is disengaged higher than 1,000 feet above the elevation of the touchdown zone.  

g.  Authorized Category II Airports and Runways.  The foreign air carrier is authorized Category II operations at airports and runways approved for Category II operations in Title 14 Code of Federal Regulations Part 97.  

1.
Issued by the Federal Aviation Administration.

2.
These Operations Specifications are approved by direction of the Administrator.

3.
Date Approval is effective:

Amendment Number:


4.
I hereby accept and receive the Operations Specifications in this paragraph.



Date:  

C060.
Category III Instrument Approach and
HQ Control:
02/22/99


Landing Operations
HQ Revision:
00a

The foreign air carrier is authorized to conduct Category III instrument approach and landing operations to the airports and runways listed in subparagraph g. using the procedures and minimums specified in this paragraph and shall conduct no other Category III operations.

1.  The foreign air carrier is authorized by its regulatory authority to conduct Category III instrument approach and landing operations, and a copy of that authorization with the approved category III approach minimums, are provided to the FAA; and  

2.  The foreign air carrier complies with the requirements of Advisory Circular 120-28, as amended, Criteria for Approval of Category III Landing Weather Minima, or the equivalent, for all Category III operations conducted under authority of this paragraph.  

a.  Category III Approach and Landing Minimums.  The foreign air carrier is authorized to use the following Category III straight-in approach and landing minimums for the aircraft listed below at authorized airports and runways, provided the special limitations in subparagraph g. are met.  These minimums are the lowest authorized at any airport.

1. Category IIIa Fail-Passive Operations

Airplane (Make/Model/Series)
DH 
Lowest Authorized RVR







700 feet or higher (CAA limits)

         2. Category IIIa Fail-Operational Operations

Airplane (Make/Model/Series)
DH /AH
Lowest Authorized RVR







700 feet or higher (CAA limits)

          3. Category IIIb Fail-Operational Operations

Airplane (Make/Model/Series)
DH /AH
Lowest Authorized RVR







600 feet or higher (CAA limits)

b.  Required Category III Airborne Equipment.  The flight instruments, radio navigation equipment, and other airborne systems required by the foreign air carrier's regulatory authority must be installed and operational.  The additional airborne equipment listed or referenced in the following table is also required and must be operational for Category III operations.  

KIND OF CAT III OPERATION    


CAT IIIa
CAT IIIb

Airplane

Make/Model/Series.
Additional Equip.

& Special Provisions
FAIL/PASS
FAIL OP
RVR 600
BELOW 600









As authorized by the CAA
As authorized by the CAA and the FAA
As authorized by the CAA and the FAA
As authorized by the CAA and the FAA


c.  Required RVR Reporting Equipment.  The foreign air carrier shall not conduct any Category III operation unless the following RVR reporting systems are installed and operational for the runway of intended landing.

(1) For Category III landing minimums as low as RVR 600 (175 meters), the Touchdown Zone, Mid, and Rollout RVR reporting systems are required and must be used.  Touchdown Zone and Mid RVR reports are controlling for all operations.  The Rollout report provides advisory information to pilots.

(2) For Category IIIb landing minimums below RVR 600 (175 meters) using fail-passive rollout control systems, the Touchdown Zone, Mid, and Rollout RVR reporting systems are required and must be used.  All three RVR reports are controlling for all operations.

(3) For Category IIIb landing minimums below RVR 600 (175 meters) using fail-operational rollout control systems, the Touchdown Zone, Mid, and Rollout RV reporting systems are normally required and are controlling for all operations.  If one of these RVR reporting systems is temporarily inoperative, these operations may be initiated and continue using the two remaining RVR reporting systems.  Both RVR reports are controlling.

d.  Pilot Qualifications.  The foreign air carrier must specifically authorize the pilot-in-command and second-in-command to conduct Category III operations.  

e.  Operating Limitations.  The foreign air carrier shall not begin the final approach segment of an instrument approach procedure, unless the latest reported controlling RVR for the landing runway is at or above the minimums authorized for the operation being conducted.  If the aircraft is established on the final approach segment and the controlling RVR is reported to decrease below the authorized minimums, the approach may be continued to the AH/DH applicable to the operation being conducted.  Unless all of the following conditions are met, the foreign air carrier shall not begin the final approach segment of a Category IIIa instrument approach when the controlling RVR for the landing runway is reported to be less than Category II minimums, or begin the final approach segment of a Category IIIb instrument approach when the controlling RVR for the landing runway is reported to be less than Category IIIa minimums:  

(1) The airborne equipment required by subparagraph b. is operating satisfactorily.

(2) All required elements of the Category III ground system, except sequence flashing lights, are in normal operation.  For ILS operations, a precision or surveillance radar fix, a NDB, VOR, DME fix, or a published minimum GSIA fix, may be used in lieu of an outer marker.

(3) All Category III operations using minimums below RVR 600 shall be conducted to runways which provide direct access to taxi routings equipped with serviceable taxiway centerline lighting which meets U.S. or ICAO criteria for Category III operations.

(4) The crosswind component on the landing runway is 10 knots or less.

(5) The runway field length requirements, the special operational equipment requirements, and the special limitations listed or referenced in the following table are met.  If required runway field length factors are listed in this table, the required field length is established by multiplying these factors by the runway field length derived from the following.  

(a) A foreign air carrier operating a turbine engine powered transport category airplane must ensure that the airplane weight on arrival, allowing for normal consumption of fuel and oil in flight (in accordance with the landing distance set forth in the Airplane Flight Manual for the elevation of the destination airport and the wind conditions anticipated there at the time of landing), would allow a full stop landing at the intended destination airport within 60 percent of the effective length of each runway described below from a point 50 feet above the intersection of the obstruction clearance plane and the runway.  For the purpose of determining the allowable landing weight at the destination airport the following is assumed:  

(1) The airplane is landed on the most favorable runway and in the most favorable direction, in still air.  

(2) The airplane is landed on the most suitable runway considering the probable wind velocity and direction and the ground handling characteristics of the airplane, and considering other conditions such as landing aids and terrain. 

(b) All Category IIIb operations using minimums below RVR 600 shall be conducted to grooved or porous friction course (PFC) runway surfaces.  

REQUIRED FIELD LENGTH

Airplane
CAT IIIa
CAT IIIb
Special Operational

Make/Model/Series

RVR 600
BELOW 600
Equipment & Limitations






As authorized by the CAA
As authorized by the CAA

As authorized by the CAA

f.  Missed Approach Requirements.

(1) For Category IIIa approaches with a fail-passive flight control system, a missed approach shall be initiated when any of the following conditions exist:

(a) At the DH, if the pilot has not established sufficient visual reference with the touchdown zone or touchdown zone lights to verify that the aircraft will touchdown in the touchdown zone.

(b) If, after passing the DH, visual reference is lost or a reduction in visual reference occurs which prevents the pilot from continuing to verify that the aircraft will touchdown in the touchdown zone.

(c) When a failure in the fail-passive flight control system occurs prior to touchdown.

(d) If the pilot determines that touchdown cannot be safely accomplished within the touchdown zone.

(e) When any of the required elements of the ground system becomes inoperative before arriving at DH.  However, Category III approaches and landings may be continued if sequence flashers are inoperative.

(2) For fail-operational Category IIIa approaches with a rollout control system and for Category IIIb approaches, a missed approach will be initiated when any of the following conditions exist:

(a) Unless a fail-passive rollout control system is used for Category IIIa/Category IIIb RVR 600 operations, or a fail-operational rollout control system is used for Category IIIb operations with minimums below RVR 600, a missed approach is required upon reaching the AH/DH if the latest reported controlling RVR is below the applicable minimums.

(b) At the DH, when a DH is used, if the pilot has not established sufficient visual reference with the touchdown zone or touchdown zone lights to verify that the aircraft will touchdown in the touchdown zone.

(c) If, after passing the DH when a DH is used, visual reference is lost or a reduction in visual reference occurs which prevents the pilot from continuing to verify that the aircraft will touchdown in the touchdown zone.

(d) If the pilot determines that touchdown cannot be safely accomplished within the touchdown zone.

(e) If, before reaching the AH/DH, the pilot cannot determine that the rollout control system is available.

(f) When a failure occurs in one of the required systems in the aircraft before reaching the AH/DH.

(g) Before reaching the AH or DH, as applicable, any of the required elements of the ground system becomes inoperative.  However, Category III approaches and landings may be continued if sequence flashers are inoperative.

(3) The preceding subparagraphs f.(1) and (2) do not preclude continuation of a higher minimum Category approach if the system failures do not affect the systems required for the higher approach minimums.

g.  Authorized Category III Airports and Runways.  The foreign air carrier is authorized to conduct Category III operations at the airports and runways listed in the following table.

Airport Ident
Runways
Special Limitations





Category III airports authorized by the CAA and the FAA
Category III runways authorized by the CAA and the FAA
As authorized by the CAA and the FAA

1.
Issued by the Federal Aviation Administration.

2.
These Operations Specifications are approved by direction of the Administrator.

3.
Date Approval is effective:

Amendment Number:


4.
I hereby accept and receive the Operations Specifications in this paragraph.



Date:  

C070.
Airports Authorized
HQ Control:
05/31/01



HQ Revision:
05c

a.
The foreign air carrier is authorized to conduct scheduled passenger and cargo operations between the airports specified in the following table for operations in the United States.

b.
The following definitions shall apply:

Regular Airport.  An airport approved under scheduled service to a community as the regular stop to that community.   

Refueling Airport.  An airport approved as an airport to which flights may be dispatched only for refueling.  

Provisional Airport.  An airport approved for use by an air carrier for the purpose of providing scheduled service to a community when the regular airport serving that community is not available.   

Alternate Airport.  An airport at which an aircraft may land if a landing at the intended airport becomes inadvisable.

R = Regular, F = Refueling, A = Alternate, and P = Provisional

The complete Airports Authorized for Scheduled Operations table begins on the next page.

Airports Authorized for Scheduled Operations 
Airports
Aircraft Authorized

Airport Name, IDENT
Provisional Airport IDENT
A-340
B-777
B-767
A-320









NEW YORK/JOHN F. KENNEDY INTL, NY., U.S.;    KJFK

R
R
R
R









NEWARK/INTL, NJ., U.S.;    KEWR

A
A
A
A









c.  Charter Operations - All U.S. Airports as authorized by the carrier's U.S. Department of Transportation Permit or Exemption per Section 402 of the Federal Aviation Act of 1958, as amended, and which the carrier has determined to be operationally suitable and in compliance with 14 CFR Part 129.13(b).

1.
Issued by the Federal Aviation Administration.

2.
These Operations Specifications are approved by direction of the Administrator.

3.
Date Approval is effective:

Amendment Number:


4.
I hereby accept and receive the Operations Specifications in this paragraph.



Date:  

Print Date:  08/16/2001
A003-3
CERTIFICATE NO.:  FAKFFAKF

GENERIC AIRLINE



